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See Note |

Outlet pipe

D + 50 mm
METAL CAP DETAIL

AC Dike

See Note 2
Slot

1250 mm Min

AC Dike

Outlet
pipe

D+00 mm

450 mm Slotted CSP

300 mm CSP
downdrain

300 mm CSP

TYPE GMP INLET

downdraln

450 mm Slotted CSP
450 mm x 300 mm

Mortar
See Sfandard Plans D75 and D778 CSP tee
for additional inlet details w ELEVATION PLAN
See Standard Plons D75 and D778
for additional inlet details SECTION C-C

SLOTTED DRAIN CONNECTIONS TO STANDARD INLET STRUCTURES

/(L Freeway
D + 150 mm

600 mm Min

Cross s\opaj
B —

Median barrier

75 mm Min

Concrete T

collar

300 mm_Min
CSP riser

SHOULDER INSTALLATION 450 mm SLOTTED CSP TO 300 mm CSP DOWNDRAIN

Slot AC Dike

AC Dike

| 450 mm Slotted CSP

| 450 mm CSP downdrain

450 mm Slotted CSP
450 mm CSP downdrain

450 mm x 90 CSP elbow
PLAN

Riser
pay limit

ELEVATION

T

RCP, ACP or CSP
cross drain

CSP longitudinal
slotted drain

RISER CONNECTION DETAIL

TYPICAL CROSS SECTION

NOTES

Slotted CSP

Il. Either field joint sealed with a pliable mixture of sand,
portland cement and emulsified asphalt (mixture of | part
portland cement, 3-5 parts sand and I, parts SSI
emulsified asphalt), or continuous weld.

Slotted CSP

. “D" equals nominal pipe diameter.

. Length of elbows and fees is included in the linear
feet of pipe involved shown on the Drainage List
of the project plans.

Watertight joints required on al slotted CSP connections.

*

*Measured as
downdrain or
riser involved

MEASUREMENT OF CORRUGATED STEEL

SHOULDER INSTALLATION 450 mm SLOTTED CSP TO 450 mm CSP DOWNDRAIN

450 mm x 300 mm CSP tee
End slof

AC Dike

450 mm x 300 mm

CSP tee
450 mm Slotted CSP

300 mm CSP riser

Measured as

Siot tod CSP 300 mm CSP riser-

ELEVATION-END VIEW ELEVATION-SIDE VIEW

SHOULDER INSTALLATION 450 mm SLOTTED CSP TO 300 mm CSP RISER

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

SLOTTED CORRUGATED STEEL

PIPE ELBOWS AND TEES USED W

PIPE DRAIN DETAILS
ITH SLOTTED DRAINS

See Nofe 3

ALL DIMENSIONS ARE IN
MILLIMETERS UNLESS OTHERWISE SHOWN
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